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Pneumatic Feed Assist - PFA

Max Fricti on No Fricti on
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All these opti ons can be used in com
binati on w

ith a cone of your choice

Direct pull
page 5

Direct pull w
ith

w
ire detecti on

page 5

Pneum
ati c Feed Assist

for long conduit runs
page 15-17

W
ire Guide

M
odules

page 18 - 20

Inlet adapter for specifi c
brand. Choose one at page 11

U
niversal inlet kit

Set of 1 inlet adapter and 
4 adapter bushings, page 12.

Com
binati on of fem

ale connector 
and bulkhead. Perfect for plate 
m

ounti ng. page 10

F-4
F-4

F-5
F-5

A-16
A-16

F-6

A-1FRO

A-1AK

A-14

A-14

A-4

A-4

A-14B 
page 10

Strain Relief

A-10C-H
A-10R

Your connector + SR

page 9

W
ire Feeder

A-10C-X
A-10R

A-9/A-6

Page 9

A-9/A-6

Conduit connectors
Conduit connectors

A-10R
A-10C-X

Page 9

FC-X
Standard, extra fl exible

FC-XH
Heavy-duty, extra fl exible 

FC-XH-LW
Large-w

ire, extra fl exible

EC- 4, 5 
Polym

er conduit 

page 6 - 8

A-10C-H
A-10R

Pneumatic Feed Assist - PFA Pneumatic Feed Assist - PFA

Why?
The PFA is the ideal soluti on for long cable runs – 20, 30 
or even over 40 meters. It ensures consistent wire feeding 
across these distances, reducing drag and maintaining 
stable performance.

How?
The air-powered motor pushes the wire to the outer edge 
of the conduit, maintaining controlled mechanical tension. 
Once welding starts, the wire is pulled to the inner edge, 
reducing resistance and allowing the air motor to run 
freely. This process makes the wire eff ecti vely “fl oat” 
within the conduit, ensuring smooth and low-fricti on 
feeding.

Features
• Works independent, no signal needed, shop air only
• Feeds wire over 46 meters
• Works with all wires and all welding machines
• Reduces drag, wear and arc failures
• Increases conduit life, feeder life and production
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Wire Feed Assist
PFA-3

PFA Drive Rolls

Advantages:
• Quick and easy roll exchange
• Compact housing for fl exible installati on
• Also suitable for SAW applicati ons

PF
A-

DA
PF

A-
O

IL

1 
m

tr
 h

os
e

A-
1B

C

All items above are included in the standard set

Discription Part No.

U-groove Feed roll 1,0mm for PFA (per piece) PFADR10

U-groove Feed roll 1,2mm for PFA (per piece) PFADR12

U-groove Feed roll 1,4mm for PFA (per piece) PFADR14

U-groove Feed roll 1,6mm for PFA (per piece) PFADR16

Other diameters at request

PFA-FRL

Feed Assist Accessories 

Wall mount bracket

Double solenoid kit

Single solenoid kit

PFA-WM
Advantages:
• PFA no longer mounted at drum cone
• Easy drum replacement
• No longer dependent on drum shape

PFA can be mounted to the wall/cell 
above the drum. This bracket is supplied 
with bolts.

A-
1B

C

Order one extra inlet 
adapter. Either with quick 
disconnect or ceramic insert.

A-
1C

S 
PF

A

Solenoid valve kit used to reduce air consumpti on by the PFA during down ti me.

This 24 volt valve kit is supplied with 10 mtr cable and the needed 3/8 thread 
connectors and is mounted at FRL entrance. The signal the solenoid uses can be 
connected parallel to the gas valve, or in case of SAW welding, parallel with the 
fl ux valve, in both cases the PFA will always be powered during welding.

Double acti on solenoid valve kit used at classic PFA to feed and retract the 
wire if needed

Kit is supplied with:
• Filter/Regulator
• Liquidator (oil-unit)
• 24Volt Solenoid valve
• 2x 10 meter electrical cable
• 2x 2 meter pneumati c hose 8mm 
• Pneumati c quick connectors 8mm with 1/4 thread
• Low threshold quick exhaust for motor outlet
• Exhaust fi lter

PFA-SK

PFA-SK2

All PFA drive rolls are hard chromed and polished for maximum performance and durability.

• Quick and easy roll exchange
• Compact housing for fl exible installati on
• Also suitable for SAW applicati ons

Wire Feed Assist Feed Assist Accessories
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Installation example for Wire Guide Module & end cap assemblies

Wire Guide Modules eliminate the main source of friction in your wire path – sharp bends. By 
replacing these with smooth, controlled curves, resistance and wear are significantly reduced. 
This enables reliable wire feeding over 30 meters without the need for additional assist systems.

Key benefits:
• Create any required angle by connecting 45° modules (e.g., 90°, 135°, or 180°)
• Compatible with all wire types from 0.6 to 2.4 mm
• Cost-effective alternative to conventional roller products
• 3-year guarantee (excluding damage caused by contaminants)

2x 45º degree wire guide modules 
combined to a 90º angle

45º Guide 
Module

90º Guide Module

Assembled
with End Caps

Assembled
with End Caps

To drum

WWDP

FC-X conduit 
Assembly 

WGM-A5     For use with any male connector     

To wire feeder, choose the 
right adapter at page 10

Lightweight durable 
polymer body

Heavy duty rollers
with bearings

Conduit connection
going to feeder

Wire from source

Wire guidance
bushings included

Wire Guide Modules

Wire Guide Modules Wire Guide Modules

2x 45º degree wire guide modules 2x 45º degree wire guide modules 
combined to a 90º anglecombined to a 90º angle
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Cell wall mounti ng kit Cell wall mounti ng kit Adjustable wall mount bracket Floor mounti ng bracket
Single-Sided Double-Sided

WGM-WK-1-3
Adjustable for
up to 76 mm
thick wallsWGM-WK-1-1 WGM-WK-2-1

WGM-FLM
Modules may be 
att ached to  one or 
both  sides

45° Hanging bracket Kit 90° Hanging bracket Kit Feeder inlet mount kit

WGM-1-BRKT

WGM-1-90-BRKT
WGM-LW-BRKT 
for WGM-LW-1

WGM-IK
Excludes bracket

Sample installati on on 
bracket

Mounts to feeder through bracket or panel

WGM-1-90-BRKT
WGM-LW-BRKT 

Pivoti ng adjustable extension arms

Conduit and fi tti  ngs sold separatelyConduit and fi tti  ngs sold separately

Turn table module adapter
Secures Modules to Wire Wizard® Turn Table

WGM-4-BRKT
Compati ble with 

WGM-1, WGM-1-S 
and WGM-LW-1

WGM-EA-10
Extends 254 mm – 457 mm

WGM-EA-20
Extends 508 mm – 914 mm

Both arms pivot upward to allow easy wire feeding from drums and reels

Weld-on or bolt-on mounti ng bracket Support bracket Slott ed support bracket 45° Angle support bracket

WGM-044
WGM-021 WGM-024 WGM-025

Insulated face mount bracket Drum hood mounti ng kit Direct pull inlet

A-10HM For connecti ng 
EC-4-R or FC-E to WGM-1, 
WGM-1-S or WGM-M-1; use 
A-10XM for FC-X
A-9 For connecti on
FC-XH-LW to WGM-LW-1

WGM-A5
Insulated connector with 
quick disconnect

A-5HD
QD for WGM-LW-1

Requires HD fi tti  ngs

WGM-DP-LW
Includes ceramic inlet 
—  will not shave wire

Use for WGM-1, 
WGM-1-S and WGM-M-1

Threaded connectors Detachable QD connectors

Conduit connector opti ons

WGM-2-BRKT

WGM-DK

Insulated connector with 

Allows 360° directi onal adjustment

Male disconnect fi tti  ngs Bracket mounted swivel kit Hood swivel kit Module / feeder swivel kits Feed assist kit

WGM-049
Male fi tti  ng for WGM-1, 

WGM-1-S and WGM-M-1
WGM-SW-BM

Includes WGM-A-10BK style bracketWGM-LW-049
Fitti  ng for WGM-LW-1

WGM-PFA-AK
for the Wire Pilot®  Feed Assist

WGM-MSK 
Creates 360° 

rotati on point 
 between two 

modules

WGM-
HSK

Allows 360° 
rotati on on 
top of drum  
cover.

Module 
Connecti on

45° Wire Guide Modules 90° Mini Guide Module® End Cap connectors Face mount bracket kit
Allows 360° 
directi onal adjustment

WGM-1
For solid wire 
up to 2 mm

WGM-1-S 
For cored and stainless 
wire up to 2 mm

WGM-LW-1
For large wire 
2.4 mm – 4 mm

WGM-ECK-50
Use for WGM-1, 
WGM-1-S and WGM-M-1

WGM-LW-ECK-50
For WGM-LW-1 

WGM-A-10BK
Add WGM-A5 or order 
WGM-2-BRKT  for 
insulated connecti ons 

End Cap A

Each kit includes one A 
and one B  end cap

152 mm

Allows ti ght  90° 
turns for  solid wires 
up to 1.3 mm

WGM-M-1
Uses same end caps 
as WGM-1

For cored and stainless 
wire up to 2 mm

End Cap B

FC-X (6.1 mm I.D.)
Fitti  ng: A-10C-X with WGM-A5 

A-10XM without WGM-A5
FC-XH (7.4 mm I.D.)
Fitti  ng: A-10R

FC-XH-LW (10 mm I.D.)
Fitti  ng: A-9R-HD (with A-5HD) 

A-9 (without A-5HD)

Wire Wizard® polymer conduit Wire Wizard® extra flexible conduit

Fitti  ng: A-10C-X with WGM-A5 
    A-10XM without WGM-A5

(7.4 mm I.D.)
Fitti  ng: A-10R

FC-XH-LW (10 mm I.D.)
Fitti  ng: A-9R-HD (with A-5HD) 
    A-9 (without A-5HD)

EC-4 (7.6 mm I.D.) 
Fitti  ngs: A-16F-4 or A-10C-H

A-16F-# 
Screw-on Fitti  ng

A-10## 
Compression

A-10## 
Compression

Swaged Fitti  ng (pre-cut only)

A-9R-HD

WGM-A5 
All modules except WGM-LW-1

WGM-A5 
All modules except WGM-LW-1

Quick Disconnect 
A-5 with WGM insert

Quick Disconnect A-5HD 
for WGM-LW-1 only

Guide Module® 
End Cap

Guide Module® 
End Cap

EC-5 (10.2 mm I.D.) 
Fitti  ngs: A-16F-5 or A-10R

Conduits & Fitti  ngs Conduits & Fitti  ngs

Wire Guide Modules Wire Guide Modules

Guide Module® stand L-Bracket mounti ng kit

360° Union adapter kit
Allows dual 360° 

directi onal adjustment

Direct 
Pull Kit
WWDP

Wire Pilot® Feed Assist 
opti on

Wire Spool opti on
WGM-PFA-STAND-
SPOOL

WGM-A-
10BK

Opti onal 
swivel with 
90° module

Drum or 
Wood Reel

Adjustable height from 
1.3 – 2.2 m 

Adjustable arm length 
from 102 – 483 mm

Guide Module® Stand 
WGM-PFA-STAND
Includes stand and one 
adjustable extension arm

directi onal adjustment

WGM-LBM-BRKT

WGM-UAK
Includes Bracket

Union kit 
assembly
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Data before modification Data after modification

Distance 
drum to feeder :  6,6 Meter
Set-up:  Cheap plasti c liner only
Pull test:  Variati ng 3,5 - 7,0 Kg
Feeder power:  0,7 Ampere
Maintenance:  Changing liner once in two weeks

Distance 
drum to feeder:  6,6 Meter
Set-up:  FC-X Liner + 180 module
Pull test:  constant 0,35 Kg
Feeder power:  0,15 Ampere
Maintenance:  Free of maintenance for over three years

Installation example

WGM-1

WGM-ECK-50
(2nd Half)

A-10HM / A-10XM

EC-4 or FC-X

WGM-1

WGM-ECK-50
1st Half

WGM-DK

WGM-1

Applicati on: 
Automoti ve producti on plant 
Drums at fi rst fl oor above roboti c installati on

Flex module cable chain

Compact Module 90

A-
4  

A-
16

M
ST

The FLEX Module follows the same proven Wire Wizard design and is 
tailored for welding applicati ons with automated tracks, gantries, and 
booms. Built from modular segments with ball-bearing rollers, it minimizes 
fricti on and drag, ensuring reliable, low-maintenance wire feeding. It can 
be used both in tracks and as a standalone module, mounted horizontally 
or verti cally. Suitable for wires from 0.8 mm to 1.6 mm.

WGM-C1
IN: 1/4” female thread
OUT: 1/4” female thread

Choose one of the connectors with 
a 1/4” thread to connect these 
compact modules.

160 m
m

205mm

185 mm

The compact 90 module is only 
available in 90 degree angle and made 
as complete unit including end caps and 
connectors.

For cost- and spacesaving rollers are only 
made at the inner curve of the module.

Att enti on: 
These compact modules cannot be built 
together with the regular modules and are
 mainly used at wire feeder entrance in case of 
ti ghts roboti c weld cells.

Description Part No.

Wire Guide FLEX Module per Meter WGM-F-B

Wire Guide FLEX Module End Cap Kit - 1/4” NPT-F WGM-F2-ECK

Wire Guide Modules Wire Guide Modules

WGM-1 WGM-1
WGM-ECK-50
(2nd Half)

WGM-ECK-50
(1st Half)

WGM-ECK-50
(2nd Half)

WGM-WK-2-1

WGM A-5
WGM-1

A-10HM

EC-4

WGM-ECK-50
(1st Half)

Included
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Submerged Arc Welding

Article Dimensions Connector Wire Order Coil

FC-XH 7,5 x 15,50 mm A-10R 1,6 - 2,4 mm Per mtr 30,5 mtr

FC-XH-LW 10,0 x 19,00 mm A-9+A6
or A9 + A6 HD

2,4 - 4,8 mm Per mtr 30,5 mtr

EC-5 10,0 x 15,20 mm A-10R 1,6 - 5,0 mm Per mtr 152 mtr

Specially for the large wire diameters used 
in Submerged Arc Welding, Wire Wizard 
developed a range of connectors with a 
larger bayonet design. These HD connectors 
provide a wider feed-through than standard 
connectors, preventi ng the passage from 
becoming a bott leneck in the system. Using 
these heavy-duty connectors also helps to 
avoid wire shaving inside the connector.

A-9R-HD
Heavy duty bayonet

 A-16M-ST-HD A-5HD A-4HD A-3HD
   3/8”NPT  1/2”NPS 3/8”NPT 3/8”NPS

14,9mm

HD Combinations

SAW Conduits

Spiral Conduits

HD Connector with large bayonet

A-9R-HD
To connect FC-XH-LW 

A-4HD + A-1DSPFA
To use as outlet at PFA-unit

WWTT-DP-LW

Polymer Conduits

A-14BK-LW
2 x A4HD
1 x A14LW
1 xA14 B

Mechanical turn tables

PFA feed rollers U-Groove Part No.

U-Groove Feed roll 2,0mm p.p. PFADR20

U-Groove Feed roll 2,4mm p.p. PFADR24

U-Groove Feed roll 3,2mm p.p. PFADR32

U-Groove Feed roll 4,0mm p.p. PFADR40

All items above are included in the standard set

PFA-oil

A-1BC-HDA-4HD+
A1-DSPFA

PFA-FRL

A-1BC-HD

Turn table

A1-CSPFA 1 mt hose

PFA-3 unit for SAW

Removable guide arm 
for easy drum change

WWTT-500
WWTT-500 W + Wheels

Lenght x Width = 76x66cm
Weight: 64,5 kg
Max. Load : 500 Kg
Max Dia 66 cm

WWPFA3LW

With single PFA for 2,0 to 2,8 mm
PFA-union connector A1DS-PFA-U
With double PFA for 3,2 to 5,0 mm (WWPFA3D)

Bracket for mounti ng PFA-unit at turn table
Part # WWTT-PBS

or

Drive Rolls for PFA-3 unit SAW

Submerged Arc Welding Submerged Arc Welding
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Featuring the same proven concept as the fi xed-radius Wire 
Wizard Guide Modules, the Guide Module FLEX System is 
designed for welding applicati ons with a traversing axis, gantry, 
or boom. The FLEX uses ball-bearing rollers to eliminate sliding 
fricti on on the wire, ensuring smooth and consistent feeding. It 
can be mounted externally to select igus® track systems or used 
as a standalone module, both horizontally and verti cally.

Large FLEX Modules are compati ble with steel wires from 1.6 mm 
to 4.0 mm, making them suitable for SAW welding applicati ons. 
End caps (sold separately) have 12.7 mm NPT-F threads to fi t 
Large Guide Module fi tti  ngs. Patent pending design.

Wire Guide Modules for large wire

Modules can be 
used in combinati on 
with PFA-unit

LW-Modules in use
• 2 x WGM-LW-1
• 1 X WGM-LW-ECK50
• 2 x A-9
• FC-XH-LW Conduit

• Up to 5,0mm wire
• Steel ball-bearing rollers
• Eliminate fricti on in bends
• Eliminate slipping feed motor
• Easy connected with conduit

50 cm

42 cm

46 cm

Flex module cable chain

Description Part No.

Wire Guide FLEX Module LW per Meter WGM-F-LW-B

Wire Guide FLEX Module LW End Cap Kit - 1/2” BSP-F WGM-F-LW-ECK

Non-Stop Wire Dispensing

short conduit few 
meters only

A-14BK bracket kit or 
PFA-unit with wall bracket 

in case of large conduit 
length

How it works

• Step 1 Drum is empty and wire end passes the sensor

• Step 2 The sensor signals stops the welding

• Step 3 Disconnect conduit at “A” and place Cone at 
the new drum

• Step 4 Feed the new wire through the conduit

• Step 5 Weld the old wire end to the new wire end 
with the butt welder

•  Step 6 Push the overlength into the drum and 
connect the conduit again at “A”

• Step 7 Start welding again

Sensor with 
sensor block 
see page 5 for 
article num-
bers

A

CE-Marking 
240 Volt/50Hz
Weight: 14 Kg
Range: 2,4 - 5,0 mm

WW-BW-LW

Special cutter to cut wire 
with straight edges

BWWP-LW

Weld wire diameters up to 5 mm with ease. Feeding a 
new wire can be ti me-consuming, especially with the 
large wire diameters used in submerged arc welding. 
During this ti me, producti on is halted. With this 
compact, hand-held butt  welder, the wire ends can be 
joined quickly and securely. Once the weld is made, 
the feeder motor automati cally conti nues the process, 
allowing welding to resume much faster than before.

To welding machine 
or robot

Potenti ometer

Adjustable

Auto

End-less wire by using wire detection sensor

Butt Welder for submerged arc wire

Submerged Arc Welding Non-Stop Wire Dispensing

Wire Guide Modules accessoires

Conduit connector
for FC-XH-LW Part no. A-9 

Quick disconnect for 
Bayonet (see page 22)

Direct entry with ceramic 
insert for A-9 connector 

1/2” BSP Thread

1/2” BSP Thread

Hanger/support 
bracketf or XL-Modules
WGM-LW-BRKTLarge Wire 

Guide Module 
for wire up to 5,0 mm

WGM-LW-1

XL-Modules end-caps
WGM-LW-ECK-50

Part no. WGM-4-BRKT
Bracket to mount XL-Modules to 
the Turn Table

A5-HD C1-LW

Available 
from stock

Conduit connector
for FC-XH-LW Part no. A-9 
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Non-Stop Wire Dispensing

What do we need?

How?
Changing drums usually means downtime. Not with an endless wire system. 
The wire from the new, full drum is connected to the end of the wire in 
the current drum. When the first drum runs empty, the wire automatically 
transfers to the new drum and welding continues without interruption.

Why?
• No downtime during drum changes or feeding new wire.
• No half-finished products or burn-backs caused by wire ends.
• Increased production and process efficiency.

Special drums

Butt welder Wire dresser Gage block

Frame to position drums Special wire cutter

Frame to position the drums 
underneath the swing

To cut the wire off with straight ends to 
make a proper weld

End-less drums with ‘start’ and ‘end’ 
both in the top of the drum and labeled

Tool to clean the weld, can be a 
dresser or mini grinder

Check if the weld is properly cleaned and 
fit the contact tip

Butt Welder to weld the two 
ends of the wire together

1

4

3

6

2

5

X V

Wire Parters 
BW-WP 

Gage-Block 
WW-GB

With wire gage for 
1,0/1,2/1,4/1,6mm

Wire Dresser
1,0mm BW-WD10
1,2mm BW-WD12
Pulls the welded wire through a set of 
cutting blades of exact size to strip off 
the weld-bur

Butt Welder for solid and flux cored wire

CE-Marking
240 Volt / 50 Hz

Weight: 13 Kg
Range 1,0 mm - 2,0mm

Potentiometer
Adjustable power
Auto (full power)

 WWBW

Adjust mech. pressure

Adjust welding stroke

Wire clamps 

Switch

End 
Wire

Start 
Wire

Start 
Wire

2-Torch Unit
(with round drums)

Drum Setup

Drum 2

Single Torch Unit
(with round drums)

Drum 1

Non-Stop Wire Dispensing Non-Stop Wire Dispensing
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Anti-Spatter Solutions

Spatter Shield – A New Approach to Anti-Spatter
What is Spatt er Shield?
Spatt er Shield introduces a new approach to anti -spatt er 
protecti on:
• Traditi onally, the workpiece was protected from spatt er.
• Now, the spatt er itself is prevented from sti cking to the 

workpiece.

How does it work?
The Spatt er Shield unit contains a special fl uid that is 
atomised into the shielding gas. This fi ne mist forms a 
protecti ve layer around the spatt er, preventi ng it from 
adhering to the workpiece, tooling, or jig. The same layer 
also protects the torch components.

The unit is easy to install, and one 70 ml bott le of fl uid can 
be used for welding up to 250 kg of wire. It is suitable for 
mild steel and stainless steel, but not for aluminium.

V
a
l
v
e

MIG Transit Sprayer 135

GAS IN

GAS OUT

Magnet ventil

Gas flowmetter

Welding gas

WW-SSUW

Fluid
Mounting kit

RegulatorConnections

For easy connecti on just cut the 
existi ng hose and plug the ends 
to the hose connectors. The unit 
is self-powered and uses gas fl ow 
only.

The refi ll bott le has 
the capacity to weld 
up to 250 Kg of 
welding wire.

WW-SSFW

With the regulator the amount 
of atomised mist can be 
adjusted.

For easy mounti ng to robot or 
welding machine. The swing keeps the 
unit in verti cal positi on.

Traditional anti-spatter

WW-SSUW WW-SSFW

The benefi ts of Spatt er Shield:
• Less or no post-treatment of the workpiece.
• Fewer cleaning cycles needed for the torch.
• Longer lifeti me of torch consumables.
• Extended lifeti me of jigs and tooling.
• A cleaner weld cell due to reduced fl uid usage.
• Increased producti on output.

ConsumablesTooling

Work piece

before aft er aft er aft er

before before

For traditi onal anti -spatt er use, Wire Wizard off ers the Blue Magic 
range of products. This cost-eff ecti ve and environmentally safe soluti on 
delivers excellent performance, even in high-temperature applicati ons.
Key features:
• Non-fl ammable and free from harmful chemicals.
• Biodegradable with a low pH level.
• Contains no silicone.
• Excellent paint-over properti es.

More products available on request or via our website

To avoid high freight costs, Blue Magic™ 
is also available as a concentrate.
This concentrate is supplied in 19-liter 
jerrycans and can be diluted with 
de-ionized water to produce up to 200 
liters of Blue Magic anti-spatter.

Blue Magic™ Concentrate
EAS1000-CC

Blue Magic™ 

Blue magic™ concentrate

Discription Part No.
1 Liter Bottle EAS1000-C32

3,8 Liter Bottle EAS1000-C1

19 Liter Jerrycan EAS1000-C5

200 Liter Jerrycan EAS1000-C

Anti-Spatter Solutions Anti-Spatter Solutions
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CHH-10 = 25 cm Wide
made of steel

Support Equipment
Universal stand for PFA and Module Mounting

Wire Wizard off ers a soluti on for 
stand-alone drums. This stand 
allows the modules or PFA to 
be mounted above the drum 
without requiring support from 
the cell wall.

Because no equipment is 
mounted on the drum cone, 
drums can be changed easily. 
The stand is supplied with one 
arm and can be extended with 
additi onal arms or a spool holder.

Part No. Description

WW-US Universal Stand + arm

WW-USA Additional Arm

WW-USSH Spool-holder + bracket

1-2 Kg = RCH-2
2-4 Kg = RCH-4
6-8 Kg = RCH-8

CHH-22 = 56 cm Wide
made of steel

Larger sizes at request available for 
weights up to and over 100 Kg

conduit 
balancer • Prevent your conduit for getti  ng hooked up and get broken

• Avoid sharp bends in your conduit causing feeding failures

conduit hanger 

CHH-5P = 14 cm Wide
Made of plasti c
+ Metal Shackle

CHH-8P = 20 cm Wide
Made of aluminium
+ Metal Shackle

Spool-holder only
WW-USH

Spool connector kit with 
ceramic insert 
WWTT-DP

EC
-T

CD

75
 / 

15
0c

m

Make changing drums easy with this telescoping 
liner: simply disconnect it from the drum hood 
and slide the conduit upwards.

Spool-cover
WW-USC

Retractable conduit balancers & hangers

CE-MARKED Handling Equipment

Drum lifter with safety hooks

Heavy duty drum dolly round

Heavy duty drum dolly reversable

Drum lifter with clamps

• Designed for ECO-Drums
• Usable with straps or handles
• Capacity: 453 Kg 
• Weight 8 / 9 Kg 51-52 cm

FDL-21
58-61 cm

FDL-24

FDL drum lifter with FDL-FA

• Spring loaded clamp holds drum fi rmly in place
• For fi ber or steel drums
• Accepts diameters from 47 cm to 66 cm

Weight : 11,4 kg
Capacity : 453 kg

NOTE: Drum rim must be within 25 mm of the top of the drum.
Content weight must not exceed the drum manufacturers’ packing limit. 
Drums must be closed with lids properly sealed.

“47 – 66 cm”
FDL

• Non-conducti ve wheels
• 7,5 cm Texti le wheels 
• HD Roller bearings
• Easy movable
• Deck height 12 cm
• Capacity: 500 Kg
• Weight 10,5 Kg

FDD-21
Up to 53 cm

Small set-up 
At FDD-MD = up to 54 cm
At FDD-MD-LD = up to 64 cm

Large set-up 
At FDD-MD = up to 64 cm
At FDD-MD-LD = up to 76 cm

FDD-MD = 54/64 cm
FDD-MD-LD = 64/76 cm

• Deck usable in two ways
• Non-conducti ve wheels
• 7,5 cm Texti le wheels 
• HD Roller bearings
• Easy movable
• Deck height 11 cm
• Capacity: 544 Kg
• Weight 10,5 / 13,5 Kg

-certi fi ed

-certi fi ed

Support Equipment CE-MARKED Handling Equipment

CHH-22 = 56 cm Wide
made of steel

conduit 
balancer • Prevent your conduit for getti  ng hooked up and get broken

• Avoid sharp bends in your conduit causing feeding failures

conduit hanger 
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Gas equipment

Digital Gas Flow Sensors 

This hand-held fl ow meter measures 
the actual gas fl ow (l/min) directly at 
the gas cup. It uses a fl oati ng ball for 
a quick and simple reading, and the 
fl exible hose makes it easy for the 
operator to take measurements on 
diff erent torches.

Gas Flow Switch EL-RVMU

EL-GFM 

EL-RVMU

• Detects if gas fl ow is too high or too low
• Switches off  in case of gas fl ow error
• Usable as normally open or closed
• Flow range 0,5-25 Ltr / min
•  1/8 Thread connecti on
• 24 VDC – max 55mA

Adjustable gas savers

Gas savings as a result of eliminating gas surge upon 
arc start

Wire Wizard Adjustable Gas Savers reduce gas consumpti on and allow precise fi ne-tuning of inert gas fl ow. The unit 
limits gas surges at arc starts, while the built-in screen prevents blockages. Aft er installati on, manufacturers typically 
achieve around 35% gas savings, with some reporti ng reducti ons of up to 50% in inert gas usage.

• Reduces gas consumpti on by limiti ng 
gas surge at arc starts; the integrated 
screen also prevents blockages.

• Adjustable valve provides full control 
of gas fl ow – parti cularly benefi cial 
for faciliti es with long bulk gas 
delivery systems where pressure 
drops may occur.

Gas savers are available for both the inlet 
and outlet side of the gas solenoid.

Measures and monitors gas 
fl ow volume in CFH or LPM, 
including gas surges and total 
gas usage (can also functi on as 
a totalizer). Pre-calibrated for 
most common shielding gas 
mixtures. A standalone version 
is available.

Measures precise gas fl ow at 
the gas cup or in the main gas 
line. It is pre-calibrated for all 
common shielding gas mixtures 
and includes a totalizer opti on to 
monitor total gas usage. The unit 
features an RS-232 serial output 
and operates on a 9-volt batt ery.

EL-GMPWC-1-GS-1

Support equipment

Non-flammable drum covers
Wire Wizard fi re-resistant drum covers reduce the risk of cardboard drums catching fi re when 
positi oned near or inside the weld cell. These covers provide an added layer of safety and are 
available for round, square, and octagonal drums.

Shape Size Part No.

Round/ Octagon 53 cm DC-21R

Round/ Octagon 60 cm DC-24R

Square 54 cm DC-21S

Square 62 cm DC-24S

Gas equipment Support equipment

GFJ-ADJ-A
5/8"-18 Male x 
5/8"-18 Female

GFJ-ADJ-B
1/4"-18 Male NPT x 
5/8"-18 Female NPT

GFJ-ADJ-C
1/4"-18 Male NPT x 
1/4"-18 Female NPT

GFJ-ADJ-D
1/4"-19 Male BSPP x 
1/4"-19 Female BSPP

HHSS-12 obtaining 
measurement at 
the torch end

Wire feed sensors
This hand-held, battery-operated tachometer accurately measures wire speed in meters per minute 
or meters per hour. It allows the HHSS to be used for calibrating your wire feeder. The HHSS also 
includes a totalizer function to measure the total amount of wire in meters or centimeters, which is 
useful for tracking wire usage during a specific period — for example, to determine the amount of 
wire required to weld a product.

Additional features:

• Suitable for wire diameters from 0.8 to 3.2 mm.

• Rugged aluminum housing with a Delrin wire guide head.

• Displays wire speed with an automatic floating decimal point.

WWPT 
Wire draw gauge

Wire draw gauge, model WWPT
The electronic WWPT is designed to accurately measure the draw weight of any welding wire diameter 
being pulled through the conduit. This helps the operator determine if the conduit needs replacement 
by assessing the strain the wire places on the feed motor. The device is hand-held and powered by a 
9-volt battery.

Additional features:

• Averages 10 pulls of wire and stores the highest draw value.

• Measures in both metric and imperial units at the touch of a button.

• Easy-to-read 5-digit LCD display.

• Ergonomic, durable plastic housing.

WWPT 
Wire draw gauge

Measures in both metric and imperial units at the touch of a button.

WC-1WS-S

Digital wire feed sensor
The Wire Tracker™ Digital Wire Monitor offers a straightforward way to 
monitor and track wire usage in robotic or semi-automatic MIG welding 
applications. It can be mounted in-line for continuous 24/7 monitoring or used 
as a portable device to check wire usage per weld and wire feed speed.

The unit provides an accurate method for measuring and totalizing wire 
consumption, as well as verifying feed speed. With the optional Feed Motor 
Current Sensor, it can also detect potential wire delivery issues.
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